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PLASTIC TOP CHAIN
TTUP826-LLPG

This is a greatly enhanced chain for uplift prevention
by lowering the center of gravity
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Tsubaki model no. | TTUP82&-LLPC-LFW TTUPB2&-LPCALFG TTUPB2&-LLPCLFB TTUP82&-LLPC-NLF TTUP82&-LLPC-ULF 1.2

Note:Plastic pins are not available.
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Note: 1. Standard product.
58.5 2. Operating temperature range:—20C to 80C
3. Bolt tightening torque:6 N'm{0.61 kgfm}
4. When assembling the halves of the sprocket, do not mix the halves with
halves from other sprockets.
Steel sprockets are also available upon request.
Contact a Tsubaki representative for further information.
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Tsubaki Fffective teeth Shaft diameter Approx. mass
i TP-C12404THW 12 30 0.31
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S s Note: 1. Standard product.
0 2. Operating temperature range:—20C to 80C
o 3. Bolt tightening torque:6 N'm{0.61 kgf-m}
4. When assembling the halves of the sprocket, do not mix the halves with
halves from other sprockets.
58.5 5. Material:(Body)Reinforced polyamide, Black (Bolf)Stainless Steel, (Nuf)Brass+nickel plating
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Base plate s to be prepared Note: Made-toorder product
by the customer
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